N&o emite qualquer substancia

100% Natural
n nociva para o ambiente.

100% Resistente
desgaste.

Ao fogo, altas temperaturas e ao

PROPERTY

Water
absorption

Breaking
load in N

Bending
resistance in N/mm?

Thermal shock
resistance

Crazing
resistance

Frost
resistance

Resistance to
chemicals

Stain
resistance

Skid
resistance in Usrv

Moisture
expansion in m/mm

SPECIFICATIONS
DRY PRESSED CERAMICS WITH LOW
WATER ABSORPTION OF E < 0.5%

. 100% Higiénico
f Totalmente adequado para o

contacto com alimentos.

100% Leve e Seguro
Apenas ?Kg!mz em chapas de
Imm.

APPLIED
STANDARD

UNE-EN ISO
1545-3

UNE-EN ISO
1545-4

UNE-EN ISO
1545-4

UNE-EN ISO
10545-9

UNE-EN ISO
10545-11

UNE-EN ISO
10545-12

UNE-EN ISO
10545-13

UNE-EN ISO
10545-14

UNE-ENV
12633

UNE EN ISO
10545-10

100% Ecologico
Amigo do Ambiente,
reciclavél.

STANDARD SPECIFICATIONS
<0,5%

>700

Testing method available
Required
Required

According to the type recommended
by the manufacturer

Testing method available

15 <Rd<35 Class 1
35 <Rd<45 Class 2
Rd>45 Class 3

<0,6

100% Impermeavel
Nivel de Absorcdo
proximo de 0.

100% Facil de Limpar
Resistente ao agentes guimicos
de limpeza.

STATED

VALUES

<0,4%

>700

>40)

no defects

not observed

no defects

UA, ULA

5/5/5

As in the
three classes

<0,03



