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SANITA COMPACTA COM TANQUE 

COMPACT TOILET WITH TANK 

SMART
Design by STUDIOP

- PORCELANA SANITÁRIA
- NORMAS EN 33 | EN 997
- DESCARGA VERTICAL
- VOLUME DE DESCARGA: 5/3l
- PESO: SANITA - 19.2KG | 
TANQUE - 11.8KG
- CORES: BRANCO 

- SANITARY PORCELAIN
- STANDARDS: EN 33 | EN 997
- VERTICAL DISCHARGE
- DISCHARGE VOLUME: 3/5L
- WEIGHT: TOILET - 19.2KG | TANK 
- 11.8KG
- COLORS: WHITE



LIMPEZA E MANUTENÇÃO CLEANING AND MAINTENANCE

INSTRUÇÕES DE MONTAGEM ASSEMBLY INSTRUCTIONS
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PARA MONTAGEM SEGUIR INDICAÇÃO DO DESENHO
FOR ASSEMBLY FOLLOW THE INDICATION OF THE DRAWING
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A LIMPEZA FAZ-SE UTILIZANDO SABÃO LÍQUIDO NEUTRO DILUÍDO 
EM ÁGUA. NUNCA UTILIZAR DETERGENTE LÍQUIDO QUE CONTE-
NHA SUBSTÂNCIAS ABRASIVAS OU À BASE DE ÁCIDOS, ESFRE-
GÕES ABRASIVOS OU DESINFETANTES. ESTES PRODUTOS NÃO 
PODEMSER UTILIZADOS PARA A LIMPEZA DOS SANITÁRIOS. 
O USO DE PRODUTOS NÃO ACONSELHADOS PODE DETERIORAR 
IRREMEDIAVELMENTE A SUPERFÍCIE DA LOUÇA SANITÁRIA, 
ANULANDO A VALIDADE DA GARANTIA DA WATER EVOLUTION.
  
CLEANING MUST  BE DONE WITH LIQUID SOAP AND WATER. DO 
NOT USE LIQUID DETERGENTS CONTAINING ABRASIVE OR ACIDIC 
SUBSTANCES, ABRASIVE SPONGES OR DISINFECTANTS. THE 
ABOVE PRODUCTS ALSO CANNOT BE USED IN THE CLEANING OF 
SANITARY WARE. INCORRECT CLEANING MAY PERMANENTLY 
RUIN THE SURFACE OF SANITARY WARE, THUS ANNULLING THE 
VALIDITY OF THE WATER EVOLUTION WARRANTY. 


